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REPORT LIMITATIONS
 
 
This report is intended only as a general guide to help the client make his own evaluation of the overall condition of
the property, and is not intended to reflect the value of the premises, nor make any representation as to the
advisability of purchase. The report expresses the personal opinions of the inspector, based upon his visual
impressions of the conditions that existed at the time and date of the inspection only. The inspection and report
are not intended to be technically exhaustive, or to imply that every component was inspected, or that every
possible defect was discovered. No disassembly of equipment, opening of walls, moving of furniture, appliances or
stored items, or excavation was performed. All components and conditions which by the nature of their location
are concealed, camouflaged or difficult to inspect are excluded from the report. The inspection is performed in
compliance with the current version of the International Residential Standards of Practice (InterNACHI), a copy of
which is available at the following website: www.nachi.org.
 
Systems and conditions which are not within the scope of the inspection include, but are not limited to:
formaldehyde, lead paint, asbestos, mold or methamphetamine contamination, toxic or flammable materials, and
other environmental hazards; pest infestation, playground equipment, efficiency measurement of insulation or
heating and cooling equipment, internal or underground drainage or plumbing, any systems which are shut down
or otherwise secured; water wells (water quality and quantity) zoning ordinances; intercoms; security systems; heat
sensors; cosmetics or building code conformity. Any general comments about these systems and conditions are
informational only and do not represent an inspection.
 
The inspection report should not be construed as a compliance inspection of any governmental or non
governmental codes or regulations. The report is not intended to be a warranty or guarantee of the present or
future adequacy or performance of the structure, its systems, or their component parts. This report does not
constitute any express or implied warranty of merchantability or fitness for use regarding the condition of the
property and it should not be relied upon as such. Any opinions expressed regarding adequacy, capacity, or
expected life of components are general estimates based on information about similar components and occasional
wide variations are to be expected between such estimates and actual experience.
 
We certify that our inspectors have no interest, present or contemplated, in this property or its improvement and
no involvement with trades people or benefits derived from any sales or improvements. To the best of our
knowledge and belief, all statements and information in this report are true and correct.
 
An earnest effort was made on your behalf to discover all visible defects, however, in the event of an oversight,
maximum liability must be limited to the fee paid. Should any disagreement or dispute arise as a result of this
inspection or report, it shall be decided by arbitration and shall be submitted for binding, non-appealable
arbitration to the American Arbitration Association in accordance with its Construction Industry Arbitration Rules
then obtaining, unless the parties mutually agree otherwise. In the event of a claim, the Client will allow the
Inspection Company to inspect the claim prior to any repairs or waive the right to make the claim. Client agrees not
to disturb or repair or have repaired anything which may constitute evidence relating to the complaint, except in
the case of an emergency.
 

http://www.nachi.org
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WHAT REALLY MATTERS IN A HOME INSPECTION
 
Congratulations on buying your new home.
The process can be stressful. A home inspection is supposed to give you peace of mind, but often
has the opposite effect. You will be asked to absorb a lot of information in a short time. This often
includes a written report, checklist, photographs, environmental reports, and what the inspector
himself says during the inspection. All this combined with the seller's disclosure and what you notice
yourself makes the experience even more overwhelming. What should you do?
Relax. Most of your inspection will be maintenance recommendations, life expectancies and minor
imperfections. These are nice to know about. However, the issues that really matter will fall into four
categories:
 
1  Major defects. An example of this would be a significant structural failure.
2  Things that may lead to major defects. A small water leak coming from a piece of roof flashing, for
example.
3  Things that may hinder your ability to finance, legally occupy, or insure the home. Structural
damage caused by termite infestation, for example.
4  Safety hazards. Such as a lack of GFCI-protection.
 
Anything in these categories should be corrected. Often a serious problem can be corrected
inexpensively to protect both life and property (especially in categories 2 and 4).
Most sellers are honest and are often surprised to learn of defects uncovered during an inspection.
Realize that sellers are under no obligation to repair everything mentioned in the report. No home is
perfect.
Keep things in perspective. Don't kill your deal over things that don't matter. It is inappropriate to
demand that a seller address deferred maintenance, conditions already listed on the seller's
disclosure, or nit-picky items
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Report Summary

Report Summary
The summary below consists of potentially significant findings.
These findings can be a safety hazard, a deficiency requiring a major expense to
correct, or items I would like to draw extra attention to.
The summary is not a complete listing of all the findings in the report, and reflects
the opinion of the inspector.
Please review all pages of the report as the summary alone does not explain all of
the issues.
All repairs should be done by a licensed & bonded tradesman or a qualified
professional.
I recommend obtaining a copy of all receipts, warranties and permits for the work
done.
_
GROUNDS
Page 10 Item: 2 Grading 2.1. At the time of the inspection, the Inspector observed

several low spots that are retaining water throughout the yard.
Recommend filling in low spots to prevent water from ponding
in the yard.

EXTERIOR TRIM
Page 13 Item: 1 Soffits 1.1. At the time of the inspection, the Inspector observed that

the soffit was damaged in places. Recommend repair by a
qualified contractor.

Page 13 Item: 2 Fascia 2.1. At the time of the inspection, the Inspector observed that
the drip edge/ fascia  was damaged in places. Recommend
repair by a qualified contractor.

BRANCH WIRING
Page 22 Item: 2 Electrical

Receptacles
2.1. An electrical receptacle in the living room had an open
neutral which should be corrected by a qualified electrical
contractor.

2.2. Electrical receptacles at various areas in the home were
improperly secured and moved when plugs were inserted.
Receptacles should be securely installed to prevent fire,
shock and/or electrocution hazard. Loose outlets should be
corrected by a qualified electrical contractor.

CENTRAL AIR CONDITIONER
Page 28 Item: 6 Condensate

Disposal
6.3. The condensate tube, the purpose of which is to safely
discharge condensate produced by the operation of the air-
conditioning evaporator coils, discharged condensate to an
improper location. The Inspector recommends correction by a
qualified HVAC technician.

Definition
The development of a large puddle or area of standing water on a roof for prolonged periods due to poor drainage and/or deflection of the deck.

Definition
The underside of an overhanging cornice of a building extending out from the plane of the building walls. 


Definition
A component designed to prevent water from running back or under an overhang.


Definition
The band running horizontally and positioned vertically under a roof edge, or that which forms the outer surface of a cornice. Fascia board caps the rafter ends of a roof structure and may be used to hold a gutter. The area below the fascia may be referred to as the eave. 


Definition
An electrical outlet. A typical household has several 120-volt receptacles for plugging in lamps and appliances, and 240-volt receptacles for the range, clothes dryer, air conditioners, etc.

Definition
An evaporator coil is located indoors and is either installed with your furnace or as part of your air handler. Inside the coil, the refrigerant evaporates as it absorbs heat from the indoor air that passes over it.

Definition
Acronym for heating, ventilation and air conditioning; refers to the system, work, and type of contractor.
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Page 29 Item: 7 Air Handling Unit 7.1. At the time of the inspection, the Inspector observed that
the platform supporting the air handling units was sagging and
appeared to be structurally inadequate to support the
equipment. This is considered a defect as the air handling
units are required to properly supported and remain level and
plumb. Recommend strengthening the platform by a qualified
contractor.

MASTER BATHROOM
Page 31 Item: 1 Shower Enclosure 1.1.

At the time of the inspection, the Inspector observed
discoloration by the weep hole for the shower pan. This
condition may be the result of the weep channel being
clogged with debris and not allowing water to drain properly.
Recommend further evaluation by a qualified contractor.

1.2. At the time of the inspection, the Inspector observed an
excess of caulk at the bottom the tile/shower pan joint. This
condition is usually an indication of an improper installation of
the wall and shower. Recommend removing excess caulk and
testing and resealing properly by a qualified contractor.

POWDER ROOM
Page 33 Item: 1 Bathroom

Ventilation
1.1.
At the time of the inspection, the Inspector observed that the
exhaust fan cover was not sitting flush to the ceiling, this may
be the cover needing to be installed properly or the fan unit
itself not installed properly. Recommend further evaluation by
a qualified contractor.

INTERIOR
Page 38 Item: 2 Interior Trim 2.1. Baseboard in the living room had minor damage or

deterioration.
WINDOWS
Page 39 Item: 1 Window Condition 1.1. At the time of the inspection, the Inspector observed that

there was an excess amount of dirt and debris in the window
jamb. This condition can be caused by the weep/drain holes
being plugged with dirt. Recommend cleaning and ensuring
that the weep/drain holes are open.

OVERHEAD GARAGE DOOR
Page 41 Item: 3 Data Plate 3.1. At the time of the inspection, the Inspector observed that

the data plate for the overhead garage doors was not filled out
properly. This data plate indicates how the door was installed
and thus what its wind/impact rating is. This information is
used by insurance companies to determine the strength of the
garage door. Recommend having installer indicate how the
door was installed.

ATTIC

Definition
Exactly perpendicular; vertical.

Definition
A hole located near the base of a masonry or glazing structure that allows for the drainage of entrapped water.

Definition
The application of sealant to a joint, crack or crevice. A compound used for sealing that has a minimum capability of joint movement. Sometimes called low-performance sealant.

Definition
The space between the adjacent surfaces of two members or components joined and held together by nails, glue, cement, mortar, or other means.

Definition
A fan that extracts air or excess heat from the interior of a home. 


Definition
Wood or vinyl installed around the perimeter of a room to cover the space where the wall and floor meet; a board placed against the wall around a room next to the floor to properly finish the area between the floor and the plaster.

Definition
The side and head lining of a doorway, window or other opening.

Definition
To arrive at an opinion or conclusion pursuant to examination.
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Page 45 Item: 3 Roof Sheathing
Condition

3.2. At the time of the inspection, the Inspector observed that
the plywood clip was damaged. Plywood clips, also referred to
as H-clips or panel edge clips, are small metal brackets
placed between the unsupported edges of  sheathing to
effectively reduce the support spacing and stiffen the
sheathing. This condition can allow excess movement in the
sheathing and can lead to water leaking into the structure.
Recommend installing blocking to stiffen the joint between the
sheathing panels

Definition
Plywood clips, also referred to as H-clips or panel edge clips, are small metal brackets placed between the unsupported edges of plywood or OSB  sheathing to effectively reduce the support spacing and stiffen the plywood.

Definition
A small metal clip in the shape of the letter H that fits at the joint of two plywood or waferboard sheets used to stiffen the joint at roof sheeting.

Definition
The structural covering, usually wood boards, plywood, gypsum or wood fiber, used over studs or rafters of framed buildings as the first layer of the outer wall covering nailed to the studs or rafters.
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 INSPECTION  and SITE DETAILS
 

1. Inspection Time
1.1. The Inspection started at approximately 8:30AM

1.2. The inspection ended at approximately  11AM

2. Year of Original Construction
2.1. The home was originally constructed in approximately 2020

3. Home Footprint Size
3.1. The size of the home was approximately 3100 square feet.

4. Utilities
4.1. All utilities were on at the time of the inspection.

5. Ground/Surface soil Condition
5.1. At the inspection, the ground was damp in low areas from recent rain.
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 EXTERIOR VIEWS
 

1. Front Entry
1.1. The photo shows the front entry.

2. Front and Right
2.1. The photo shows the Front and right sides of the home.

3. Rear and Right
3.1. The photo shows the rear and right sides of the home.
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4. Rear and Left
4.1. The photo shows the Rear and Left sides of the home.

5. Front and Left
5.1. The photo shows the front and left sides of the home.
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 EXTERIOR CLADDING
 

1. Cladding Material
1.1.  The exterior walls were covered with stucco veneer.

1.2.  The exterior wall were covered with composition cement siding ("Hardi-
Board" etc.)

Definition
A type of exterior finish plaster made with Portland cement as its base.

Definition
A thin surface layer of wood or decorative brick facing that is overlaid and adhered as a façade to a base of inferior materials.

Definition
The gray powder that serves as the glue in concrete; Portland cement; also, any adhesive.

Definition
The finish covering of the outside wall of a frame building and made of horizontal weatherboards, vertical boards with battens, shingles, and/or other materials.



  West Florida Inspections 8604 Corkscrew Crossing, Parrish, FL

Page 10 of 52

 GROUNDS
 

Inspectors shall inspect adjacent or entryway walkways, patios, and driveways; vegetation, grading,
surface drainage, and retaining walls that are likely to adversely affect the building.

1. Building Lot Description
1.1. The building site was relatively level and flat.

2. Grading

2.1. At the time of the inspection, the Inspector observed several low spots
that are retaining water throughout the yard. Recommend filling in low spots
to prevent water from ponding in the yard.

Low spot in yard, water ponding

Definition
The development of a large puddle or area of standing water on a roof for prolonged periods due to poor drainage and/or deflection of the deck.
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3. Driveway Material
3.1. The home had a concrete driveway.

4. Driveway Condition
4.1. The Inspector observed no deficiencies the driveway condition at the
time of the inspection.






  West Florida Inspections 8604 Corkscrew Crossing, Parrish, FL

Page 12 of 52



  West Florida Inspections 8604 Corkscrew Crossing, Parrish, FL

Page 13 of 52

 EXTERIOR TRIM
 

1. Soffits

1.1. At the time of the inspection, the Inspector observed that the soffit was
damaged in places. Recommend repair by a qualified contractor.

2. Fascia

2.1. At the time of the inspection, the Inspector observed that the drip edge/
fascia  was damaged in places. Recommend repair by a qualified contractor.

Drip edge has stucco on it

Definition
The underside of an overhanging cornice of a building extending out from the plane of the building walls. 


Definition
A component designed to prevent water from running back or under an overhang.


Definition
The band running horizontally and positioned vertically under a roof edge, or that which forms the outer surface of a cornice. Fascia board caps the rafter ends of a roof structure and may be used to hold a gutter. The area below the fascia may be referred to as the eave. 
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EXTERIOR PLUMBING 

1. Main Water Shut-off
1.1. The main water supply shut-off was located right side of house.

2. Water Pressure
2.1. Water pressure measured 55 pounds per square inch (psi) at the time of
the inspection. Acceptable water pressure is between 40 and 90 psi.
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3. Exterior Faucets
3.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of exterior water faucets.

4. Cleanouts
4.1. This photo shows the Main Sewer Cleanout.

Main Sewer Clean out Main Sewer Clean out

Definition
A plug in a trap or drainpipe that provides access for the purpose of clearing an obstruction.
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Main Sewer Clean out
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 ASPHALT SHINGLES
 

 
INSPECTION OF THE ROOF DOES NOT CONSITUTE A WARRANTY!
We do not certify roofs as leak-proof!
A general Home Inspection does not include roof certification.  
ASPHALT SHINGLE WARANTIES
Two types of warranties are offered when new asphalt shingles are installed;
1. The manufacturer’s warranty, which covers the shingles themselves and varies among
manufacturers; and
2. The contractors warranty, which covers installation and workmanship.
When a home is sold, a roof warranty may fully transfer to the buyer, may transfer for a
shortened length of time, may transfer with limited coverage or may not transfer at all. Some
warranties require notification of sale of the home within a certain time period for the warranty
to remain in effect. You should ask the seller about how the sale of the home will affect any
warranty presently covering the roof and confirm any seller claims by reading the warranty.
Asphalt shingle warranties are a sales tool and lengths of warranties will not accurately reflect
the shingle roof expected long-term service life.
SHINGLE ROOFS ARE NOT WATERPROOF
Asphalt shingle roofs are designed to protect the underlying home structure from moisture, but
as a system they are not waterproof, but water resistant. They are designed to work together
with flashing and an underlying water resistant membrane to prevent moisture intrusion.
 FACTORS AFFECTING ASPHALT SHINGLE AGING
The following factors affect the lifespan of an asphalt composition shingle roof:
- roofing material quality;
- quality of maintenance;
- proper installation;
- number of layers;
- structure orientation: South-facing roofs will have shorter lifespans;
- degree of roof slope: Flatter roofs will have shorter lifespans;
- climate and exposure: (wind, hail, snow &rain); Harsh climates shorten roof lifespans;
- homesite location: Coastal climates promote corrosion of all metal exposed to weather;
- temperature swings: climates with large daily temperature differentials will shorten roof
lifespans;
- elevation: Homes at higher elevations are exposed to more ultra violet (UV) light, which
shortens roof lifespan;
- roof color: Darker roofs absorb more heat which may shorten roofing material lifespan;
- roof structure ventilation: Poor ventilation shortens roof lifespans;
- physical abrasion: Avoid walking on the roof as much as possible, especially on very hot or very
cold days when shingles may be especially soft or brittle.
 
 
 
_
 

1. General Condition
1.1. The Inspector observed no deficiencies in the condition of the shingles,
flashing and vents.

Definition
A roof covering made of asphalt, wood, tile, slate, or other material cut to stock lengths, widths and thicknesses, and laid and attached in a series of overlapping rows as a roof covering on pitched roofs.

Definition
A material (typically, metal) that is shaped or molded for the location and used at an angle in a roof or wall to prevent rainwater/moisture leakage into the structure.

Definition
A pipe or duct that permits the flow of air as an inlet or outlet; to create a vent or system of venting.
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 SERVICE PANEL
 

1. Service Panel General Condition
1.1. The inspector observed few deficiencies at the electrical service panel at
the time of the inspection. Notable exceptions will be listed in this report.
Inspection of the main service panel typically includes examination of the
following:
- Panel interior and exterior condition
- Panel amperage rating
- Main disconnect amperage rating and condition
- Service entrance conductor amperage ratings
- Branch conductor types, amperage rating and condition
- Wiring visible materials, types, condition and connections
- Circuit breaker types, amperage ratings and condition
- Label information present
- Service and equipment grounding
- Bonding of service equipment

Definition
The rate of flow of electricity through wire measured in terms of amperes.

Definition
A protective device that automatically opens an electrical circuit when it is overloaded.

Definition
The permanent joining of metallic parts to form an electrically conductive path that ensures electrical continuity, and the capacity to safely conduct any fault current likely to be imposed.
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2. Service Panel Description
2.1. The electrical service conductors fed a load center service panel
containing a main disconnect and breakers that protected and controlled
power to branch circuits.

3. Service Panel Location
3.1. The electrical service panel was located in the garage.

4. Service Panel Manufacturer
4.1. The service panel brand was Square D

5. Main Disconnect
5.1. The main disconnect was located at the service panel.

5.2. The service disconnect was a breaker type. A service disconnect is a
device designed to shut off power to all overcurrent devices (circuit breakers
or fuses) and branch circuits in the home.

5.3. The electrical service disconnect was rated at 200 amps.

Definition
In electrical contracting, the supply conductors that extend from the street main or transformer to the service equipment.

Definition
The energy rate, usually measured in watts. Power equals voltage times amps, or W = E x 1. The heavier the flow of amps at a given supply, the higher the rate at which energy is being supplied and used.

Definition
Wiring that runs from a service panel or sub-panel to outlets; the circuit conductors between the final over-current device protecting the circuit and the receptacle(s)/outlet(s). Branch circuits are protected by fuses or breakers at the panel.
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 BRANCH WIRING
 

1. Branch Wiring
1.1. Home branch circuit wiring consists of wiring distributing electricity to
devices such as switches, receptacles, and appliances. Most conductors are
hidden behind floor, wall and ceiling coverings and cannot be evaluated by
the inspector. The Inspector does not remove cover plates and inspection of
branch wiring is limited to proper response to testing of switches and a
representative number of electrical receptacles.

1.2. At the time of the inspection, the Inspector observed few deficiencies in
the condition of the visible branch wiring. Notable exceptions will be listed in
this report.

2. Electrical Receptacles

2.1. An electrical receptacle in the living room had an open neutral which
should be corrected by a qualified electrical contractor.

2.2. Electrical receptacles at various areas in the home were improperly
secured and moved when plugs were inserted. Receptacles should be
securely installed to prevent fire, shock and/or electrocution hazard. Loose
outlets should be corrected by a qualified electrical contractor.

Definition
An electrical outlet. A typical household has several 120-volt receptacles for plugging in lamps and appliances, and 240-volt receptacles for the range, clothes dryer, air conditioners, etc.
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3. GFCI/AFCI Receptacles
3.1. The home had ground fault circuit interrupter (GFCI) protection that
appeared to comply with generally-accepted modern safety standards. A
representative number of GFCI-protected electrical receptacles were tested
and responded in a satisfactory manner at the time of the inspection.

4. Switches
4.1. Switches are sometimes connected to fixtures that require specialized
conditions, such as darkness or movement, to respond. Home wall switches
sometimes are connected to outlets (sometimes only the top or bottom half of
an outlet). Because outlets are often inaccessible and because including the
checking of both halves of every electrical outlet in the home exceed the
Standards of Practice and are not included in a typical General Home
Inspection price structure, and functionality of all switches in the home may
not be confirmed by the inspector.

4.2. At the time of the inspection, the Inspector observed no deficiencies in
the condition of switches throughout the home.

5. Lighting
5.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of interior lighting.

6. Hard-wired Smoke Detectors
6.1. The home had smoke detectors that were interconnected through the
home branch wiring. This means that when one detector is activated, all will
be activated. You should check the detector indicator lights occasionally to
be sure that each detector has power.







Definition
A network of wiring that typically starts at a panel box, feeds electricity to receptacles/outlets, and ultimately returns to the panel box.

Definition
A special device that is intended for the protection of personnel by de-energizing a circuit, capable of opening the circuit when even a small amount of current is flowing through the grounding system.

Definition
In plumbing, a device that provides a supply of water and/or its disposal, such as a sink, tub and toilet.

Definition
A device that senses smoke or particles of combustion.
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 WATER HEATER
 

1. Water Heater Type
1.1. This was an electric water heater. This type of water heater uses electric
elements to heat water in the tank. These elements can often be replaced
when they burn out. With heaters having two heating elements, the lower
element usually burns out first. Heating elements should be replaced only by
qualified contractors.

2. Water Heater Location
2.1. This water heater was located in the garage.

3. Manufacturer
3.1. The manufacturer of the water heater was A O Smith

4. General Condition
4.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition or operation of the water heater.

5. Water Pipe Connections
5.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of water pipe fittings connected to this water heater.

Definition
A general term that usually refers to a faucet, shower valve, tub filler, and various piping parts, such as tees and elbows.
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6. Pressure Relief Valve
6.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the temperature/pressure relief (TPR) valve (not tested) and
the TPR discharge pipe.

Definition
A device to stop, start or regulate the flow of liquid or gas through or from piping.
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 CENTRAL AIR CONDITIONER
 

Inspection of the air-conditioning system typically includes visual examination of the following:
- compressor housing exterior and mounting condition;
- refrigerant line condition;
- proper disconnect (line of sight);
- proper operation (outside temperature permitting); and
- proper condensate discharge.
The system should be serviced at the beginning of every cooling season.
 
Inspection of evaporative coolers typically includes visual examination of the following:
- mounting method;
- appliance exterior;
- proper operation

1. Cooling System Description
1.1. The home had two air-conditioning systems. The air conditioning
systems were split systems in which the cabinets housing the compressors,
cooling fans and condensing coils were located physically apart from the
evaporator coils.
As is typical with split systems, the compressor/condenser cabinets were
located at the home's exterior so that the heat collected inside the home
could be released to the outside air.
Evaporator coils designed to collect heat from the home interior were located
inside the air ducts at the furnaces.

2. Manufacturer
2.1. The air-conditioner brand was Goodman

3. Compressor Unit
3.1. The air-conditioner compressor housing was located at the rear of the
home.

Definition
An assembly of various components which function as a whole.

Definition
An evaporator coil is located indoors and is either installed with your furnace or as part of your air handler. Inside the coil, the refrigerant evaporates as it absorbs heat from the indoor air that passes over it.

Definition
Ducts typically made of sheet metal that carry cooled or heated air to all rooms.
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4. AC Electrical Disconnect
4.1. Although it was not operated, the electrical disconnect for the
condensing unit appeared to be properly located and installed at the time of
the inspection. It was not operated.

5. AC Refrigerant Lines
5.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the visible air-conditioner refrigerant lines.

Definition
The component of a cooling system located outdoors, which includes a compressor and condensing coil designed to give off heat.


Definition
A substance that remains a gas at low temperatures and pressure and can be used to transfer heat. Freon used in air-conditioning systems is a refrigerant.
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6. Condensate Disposal
6.1. The condensation drain pipe had a clean out port. It is recommended to
clean this pipe periodically.  Flush with distilled vinegar. Add ¼ cup of
distilled vinegar to the drain line through the opening where the cap was
removed. It’s recommended you use regular distilled white vinegar, as the
increased acidity boosts its cleaning properties. If you find the smell of
vinegar foul, you can also use peroxide or hot water and a dash of dish soap.

6.2. The air handling unit was equipped with a Safe T Switch. A Safe T
Switch detects clogged A/C condensate drains and shuts off the system to
prevent water damage to floors, walls and ceilings. Can be installed
horizontally or vertically, inline or on the primary pan’s auxiliary drain outlet
by using the included ¾” adapter, bushing and cap. Can be installed on a
sloping line and does not need to be level or plumb.
6.3. The condensate tube, the purpose of which is to safely discharge
condensate produced by the operation of the air-conditioning evaporator
coils, discharged condensate to an improper location. The Inspector
recommends correction by a qualified HVAC technician.

Condensate drain clean out port

Condensate drain Safe T Switch

Definition
Water accumulation or sweat on walls, ceiling and pipes, which is normal in areas of high humidity, and usually controlled by ventilation or a dehumidifier.

Definition
Abbreviation for air conditioner and air conditioning

Definition
The condensate drain, which plays an important role in removing condensation produced by your air conditioner's evaporator coil.

Definition
A pipe fitting for joining pipes having different diameters. A bushing is threaded on the inside and outside.

Definition
Exactly perpendicular; vertical.

Definition
Acronym for heating, ventilation and air conditioning; refers to the system, work, and type of contractor.
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7. Air Handling Unit

7.1. At the time of the inspection, the Inspector observed that the platform
supporting the air handling units was sagging and appeared to be structurally
inadequate to support the equipment. This is considered a defect as the air
handling units are required to properly supported and remain level and
plumb. Recommend strengthening the platform by a qualified contractor.
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MASTER BATHROOM 

1. Shower Enclosure

1.1.
At the time of the inspection, the Inspector observed discoloration by the
weep hole for the shower pan. This condition may be the result of the weep
channel being clogged with debris and not allowing water to drain properly.
Recommend further evaluation by a qualified contractor.

1.2. At the time of the inspection, the Inspector observed an excess of caulk
at the bottom the tile/shower pan joint. This condition is usually an indication
of an improper installation of the wall and shower. Recommend removing
excess caulk and testing and resealing properly by a qualified contractor.

Definition
A hole located near the base of a masonry or glazing structure that allows for the drainage of entrapped water.

Definition
The application of sealant to a joint, crack or crevice. A compound used for sealing that has a minimum capability of joint movement. Sometimes called low-performance sealant.

Definition
The space between the adjacent surfaces of two members or components joined and held together by nails, glue, cement, mortar, or other means.
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POWDER ROOM 

1. Bathroom Ventilation

1.1.
At the time of the inspection, the Inspector observed that the exhaust fan
cover was not sitting flush to the ceiling, this may be the cover needing to be
installed properly or the fan unit itself not installed properly. Recommend
further evaluation by a qualified contractor.

Exhaust fan cover not sitting flush to celing

2. Interior Door Condition

3. Interior Trim

Definition
A fan that extracts air or excess heat from the interior of a home. 
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Discolored trim
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KITCHEN 
We may test appliances for basic functionality, but cannot evaluate them for their performance
nor for the variety of their settings or cycles. Appliances older than ten years may exhibit
decreased efficiency. Even if comments are made, these items are not to be considered
inspected: refrigerators, freezers, ice makers, trash-compactors, built-in toasters, coffee-
makers, can-openers, blenders, instant hot-water dispensers, water-purifiers, barbecues, grills,
or rotisseries, timers, clocks, thermostats, the self-cleaning and cooking capability of ovens, and
concealed or countertop lighting, which is convenient but often installed after the initial
construction and not wired to national electrical standards. Per the InterNACHI Standards of
Practice free standing appliances are not inspected or tested, any information provided on
these appliances is as a courtesy to client only. These items should be considered outside the
scope of the inspection. Appliances are not moved during the inspection. Portable dishwashers
are not inspected, as they require connection to facilitate testing.

1. General Condition
1.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the kitchen.
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LAUNDRY ROOM 

1. General Condition
1.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the laundry room.
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INTERIOR 
Our inspection of living space includes the visually accessible areas of walls, floors, cabinets and
closets, and the testing of a representative number of windows and doors, switches and outlets.
The inspector is not required to inspect or operate screens, storm windows, shutters, or
awnings. We do not evaluate window treatments, move furnishings or possessions, lift carpets
or rugs, empty closets or cabinets, nor comment on cosmetic deficiencies. We may not
comment on cracks that appear around windows and doors, along lines of framing members or
along seams of drywall and plasterboard. These are typically caused by minor movement, such
as wood shrinkage, common settling, and seismic activity, and will often reappear if they are not
correctly repaired. Such cracks can become the subject of disputes, and are therefore best
evaluated by a specialist. Floor covering damage or stains may be hidden by furniture, and the
condition of floors underlying floor coverings is not inspected. Determining the condition of
insulated glass windows is not always possible due to temperature, weather and lighting
conditions. Check with owners for further information. We recommend you carefully determine
and schedule whatever remedial services may be deemed advisable or necessary before the
close of escrow.

1. Walls

Damage drywall by baseboard Poor drywall joint
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2. Interior Trim

2.1. Baseboard in the living room had minor damage or deterioration.

Baseboard needs nails filled and caulked

3. Smoke/CO Detectors
3.1. Smoke detector placement appeared to be adequate. Smoke detectors
are  tested using the test button on the detector  as part of a general home
inspection. The Inspector recommends that all detectors be checked to
confirm that they don't need battery replacement.

Definition
Wood or vinyl installed around the perimeter of a room to cover the space where the wall and floor meet; a board placed against the wall around a room next to the floor to properly finish the area between the floor and the plaster.
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WINDOWS 

1. Window Condition

1.1. At the time of the inspection, the Inspector observed that there was an
excess amount of dirt and debris in the window jamb. This condition can be
caused by the weep/drain holes being plugged with dirt. Recommend
cleaning and ensuring that the weep/drain holes are open.

Excess dirt at bottom of window jambs

Definition
The side and head lining of a doorway, window or other opening.
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 GARAGE
 

1. Hurricane Shutters
1.1. The home had a hurricane shutter system, although not attached at the
time of the inspection. Recommend asking seller or a qualified contractor
show where and how to install in case of a hurricane.

Definition
A lightweight louvered, flush-wood or non-wood frame in the form of doors located at each side of a window. Some are made to close over the window for added protection; others are permanently affixed to the wall as decoration.
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 OVERHEAD GARAGE DOOR
 

Inspection of overhead garage doors typically includes examination for presence, serviceable
condition and proper operation of the following components:
- door condition;
- mounting brackets;
- automatic opener;
- automatic reverse;
- photo sensor;
- switch placement;
- track &rollers; and
- manual disconnect.

1. Automatic Opener
1.1. Two overhead garage doors were equipped with automatic door
openers.

2. Manual Disconnect
2.1. At the time of the inspection, the Inspector observed no deficiencies in
the operation of the manual disconnect.

3. Data Plate

3.1. At the time of the inspection, the Inspector observed that the data plate
for the overhead garage doors was not filled out properly. This data plate
indicates how the door was installed and thus what its wind/impact rating is.
This information is used by insurance companies to determine the strength of
the garage door. Recommend having installer indicate how the door was
installed.

Definition
To arrive at an opinion or conclusion pursuant to examination.
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 ATTIC
 

1. Truss Roof Structure
1.1. The roof was framed using manufactured roof trusses. Manufactured
roof trusses are designed by a structural engineer and prefabricated in a
manufacturing facility under controlled conditions before being trucked to a
homesite. Truss designs and their installation specifications are specific to
individual home structures and confirming proper installation lies beyond the
scope of the general Home Inspection.
Roof trusses should never be cut or structurally altered in any way.
Using the truss interior attic area for storage may place improper structural
loads on parts of the trusses not designed to support those loads and should
be avoided.

Definition
A frame or jointed structure designed to act as a beam of long span, while each member is usually subjected to length-wise stress only (either tension or compression).
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2. Roof Sheathing Material
2.1. The roof appeared to be sheathed with 7/16-inch oriented strand board
(OSB).

Definition
A manufactured wood panel made of 1- to 2-inch wood chips and glue, often used as a substitute for plywood in exterior walls and roof sheathing. Also called chipboard, flakeboard and waferboard.

Definition
A manufactured wood panel made of 1- to 2-inch wood chips and glue, often used as a substitute for plywood in exterior walls and roof sheathing. Also called chipboard, flakeboard and waferboard.
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3. Roof Sheathing Condition
3.1. The Inspector observed few deficiencies in the condition of the roof
sheathing at the time of the inspection. Notable exceptions will be listed in
this report.

3.2. At the time of the inspection, the Inspector observed that the plywood
clip was damaged. Plywood clips, also referred to as H-clips or panel edge
clips, are small metal brackets placed between the unsupported edges of
sheathing to effectively reduce the support spacing and stiffen the sheathing.
This condition can allow excess movement in the sheathing and can lead to
water leaking into the structure. Recommend installing blocking to stiffen the
joint between the sheathing panels

Plywood clip damaged and OSB Bowed ( location
garage attic)

Plywood clip damaged and OSB Bowed ( location
garage attic)

Damaged roof sheathing Sheathing bowed

Definition
The boards or sheet material fastened to the roof rafters on which the shingles or other roof covering is laid.

Definition
The boards or sheet material fastened to the roof rafters on which the shingles or other roof covering is laid.

Definition
Plywood clips, also referred to as H-clips or panel edge clips, are small metal brackets placed between the unsupported edges of plywood or OSB  sheathing to effectively reduce the support spacing and stiffen the plywood.

Definition
Plywood clips, also referred to as H-clips or panel edge clips, are small metal brackets placed between the unsupported edges of plywood or OSB  sheathing to effectively reduce the support spacing and stiffen the plywood.

Definition
A small metal clip in the shape of the letter H that fits at the joint of two plywood or waferboard sheets used to stiffen the joint at roof sheeting.

Definition
The structural covering, usually wood boards, plywood, gypsum or wood fiber, used over studs or rafters of framed buildings as the first layer of the outer wall covering nailed to the studs or rafters.
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4. Thermal Insulation Type
4.1. The attic floor was insulated with blown-in fiberglass.
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5. Thermal Insulation Depth
5.1. Attic floor insulation depth averages 12 to 14 inches. To maximize
savings on heating and cooling costs, insulation levels should comply with
local energy codes.

6. Thermal Insulation Condition
:

6.1. The inspector observed no deficiencies in the condition of the thermal
insulation at the time of the inspection.

Definition
Generally, any material that slows down or retards the flow or transfer of heat. Building insulation types are classified according to form as loose-fill, flexible, rigid, reflective, and foamed-in-place. All types are rated according to their ability to resist heat flow, known as R-value. In electrical contracting, rubber, thermoplastic, or asbestos wire covering. The thickness of insulation varies with wire size and type of material, application or other code limitations.

Definition
Any material high in resistance to heat transmission that, when placed inside walls, ceilings and floors of a structure, reduce the rate of heat flow.

Definition
Any material high in resistance to heat transmission that, when placed inside walls, ceilings and floors of a structure, reduce the rate of heat flow.
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7. Attic HVAC

8. General Condition
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Glossary
Glossary

Term Definition
A/C Abbreviation for air conditioner and air conditioning
Air duct Ducts typically made of sheet metal that carry cooled or heated

air to all rooms.
Amperage The rate of flow of electricity through wire measured in terms of

amperes.
Baseboard Wood or vinyl installed around the perimeter of a room to cover

the space where the wall and floor meet; a board placed against
the wall around a room next to the floor to properly finish the area
between the floor and the plaster.

Bonding The permanent joining of metallic parts to form an electrically
conductive path that ensures electrical continuity, and the
capacity to safely conduct any fault current likely to be imposed.

Branch circuit Wiring that runs from a service panel or sub-panel to outlets; the
circuit conductors between the final over-current device
protecting the circuit and the receptacle(s)/outlet(s). Branch
circuits are protected by fuses or breakers at the panel.

Bushing A pipe fitting for joining pipes having different diameters. A
bushing is threaded on the inside and outside.

Caulk The application of sealant to a joint, crack or crevice. A
compound used for sealing that has a minimum capability of joint
movement. Sometimes called low-performance sealant.

Cement The gray powder that serves as the glue in concrete; Portland
cement; also, any adhesive.

Circuit A network of wiring that typically starts at a panel box, feeds
electricity to receptacles/outlets, and ultimately returns to the
panel box.

Circuit breaker A protective device that automatically opens an electrical circuit
when it is overloaded.

Cleanout A plug in a trap or drainpipe that provides access for the purpose
of clearing an obstruction.

Condensate drain The condensate drain, which plays an important role in removing
condensation produced by your air conditioner's evaporator coil.

Condensation Water accumulation or sweat on walls, ceiling and pipes, which is
normal in areas of high humidity, and usually controlled by
ventilation or a dehumidifier.

Condensing unit The component of a cooling system located outdoors, which
includes a compressor and condensing coil designed to give off
heat.

Determine To arrive at an opinion or conclusion pursuant to examination.
Drip edge A component designed to prevent water from running back or

under an overhang.
Evaporator coil An evaporator coil is located indoors and is either installed with

your furnace or as part of your air handler. Inside the coil, the
refrigerant evaporates as it absorbs heat from the indoor air that
passes over it.
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Exhaust fan A fan that extracts air or excess heat from the interior of a home.
Fascia The band running horizontally and positioned vertically under a

roof edge, or that which forms the outer surface of a cornice.
Fascia board caps the rafter ends of a roof structure and may be
used to hold a gutter. The area below the fascia may be referred
to as the eave.

Fitting A general term that usually refers to a faucet, shower valve, tub
filler, and various piping parts, such as tees and elbows.

Fixture In plumbing, a device that provides a supply of water and/or its
disposal, such as a sink, tub and toilet.

Flashing A material (typically, metal) that is shaped or molded for the
location and used at an angle in a roof or wall to prevent
rainwater/moisture leakage into the structure.

GFCI A special device that is intended for the protection of personnel
by de-energizing a circuit, capable of opening the circuit when
even a small amount of current is flowing through the grounding
system.

H-clip A small metal clip in the shape of the letter H that fits at the joint
of two plywood or waferboard sheets used to stiffen the joint at
roof sheeting.

HVAC Acronym for heating, ventilation and air conditioning; refers to the
system, work, and type of contractor.

Insulation Generally, any material that slows down or retards the flow or
transfer of heat. Building insulation types are classified according
to form as loose-fill, flexible, rigid, reflective, and foamed-in-
place. All types are rated according to their ability to resist heat
flow, known as R-value. In electrical contracting, rubber,
thermoplastic, or asbestos wire covering. The thickness of
insulation varies with wire size and type of material, application
or other code limitations.

Jamb The side and head lining of a doorway, window or other opening.
Joint The space between the adjacent surfaces of two members or

components joined and held together by nails, glue, cement,
mortar, or other means.

Oriented strand board (OSB) A manufactured wood panel made of 1- to 2-inch wood chips and
glue, often used as a substitute for plywood in exterior walls and
roof sheathing. Also called chipboard, flakeboard and
waferboard.

Plumb Exactly perpendicular; vertical.
Plywood Clip Plywood clips, also referred to as H-clips or panel edge clips, are

small metal brackets placed between the unsupported edges of
plywood or OSB  sheathing to effectively reduce the support
spacing and stiffen the plywood.

Ponding The development of a large puddle or area of standing water on
a roof for prolonged periods due to poor drainage and/or
deflection of the deck.

Power The energy rate, usually measured in watts. Power equals
voltage times amps, or W = E x 1. The heavier the flow of amps
at a given supply, the higher the rate at which energy is being
supplied and used.
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Receptacle An electrical outlet. A typical household has several 120-volt
receptacles for plugging in lamps and appliances, and 240-volt
receptacles for the range, clothes dryer, air conditioners, etc.

Refrigerant A substance that remains a gas at low temperatures and
pressure and can be used to transfer heat. Freon used in air-
conditioning systems is a refrigerant.

Roof sheathing The boards or sheet material fastened to the roof rafters on
which the shingles or other roof covering is laid.

Service conductor In electrical contracting, the supply conductors that extend from
the street main or transformer to the service equipment.

Sheathing The structural covering, usually wood boards, plywood, gypsum
or wood fiber, used over studs or rafters of framed buildings as
the first layer of the outer wall covering nailed to the studs or
rafters.

Shingles A roof covering made of asphalt, wood, tile, slate, or other
material cut to stock lengths, widths and thicknesses, and laid
and attached in a series of overlapping rows as a roof covering
on pitched roofs.

Shutter A lightweight louvered, flush-wood or non-wood frame in the form
of doors located at each side of a window. Some are made to
close over the window for added protection; others are
permanently affixed to the wall as decoration.

Siding The finish covering of the outside wall of a frame building and
made of horizontal weatherboards, vertical boards with battens,
shingles, and/or other materials.

Smoke detector A device that senses smoke or particles of combustion.
Soffit The underside of an overhanging cornice of a building extending

out from the plane of the building walls.
Stucco A type of exterior finish plaster made with Portland cement as its

base.
System An assembly of various components which function as a whole.
Thermal insulation Any material high in resistance to heat transmission that, when

placed inside walls, ceilings and floors of a structure, reduce the
rate of heat flow.

Truss A frame or jointed structure designed to act as a beam of long
span, while each member is usually subjected to length-wise
stress only (either tension or compression).

Valve A device to stop, start or regulate the flow of liquid or gas through
or from piping.

Veneer A thin surface layer of wood or decorative brick facing that is
overlaid and adhered as a façade to a base of inferior materials.

Vent A pipe or duct that permits the flow of air as an inlet or outlet; to
create a vent or system of venting.

Weep hole A hole located near the base of a masonry or glazing structure
that allows for the drainage of entrapped water.
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