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The summary below consists of potentially significant findings. These 
findings can be a safety hazard, a deficiency requiring a major expense 
to correct, or items I would like to draw extra attention to. The 
summary is not a complete listing of all the findings in the report and 
reflects the opinion of the inspector. Please review all pages of the 
report as the summary alone does not explain all of the issues. All 
repairs should be done by a licensed & bonded tradesman or a 
qualified professional. I recommend obtaining a copy of all receipts, 
warranties and permits for the work done. 
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Report Summary

Report Summary

SAFETY ISSUES
EXTERIOR ELECTRICAL
Page 33 Item: 5 Exterior Electrical

Receptacles
5.2.  The receptacles in this room were not protected by GFCI
receptacles at the time of the inspection. The Inspector
recommends that this condition be corrected by a qualified
electrical contractor.

EXTERIOR STAIRS
Page 35 Item: 1 Stair Handrails 1.1. The deck staircase handrail was loose and needed re-

fastening. The Inspector recommends correction by a
qualified contractor.

BRANCH WIRING
Page 48 Item: 2 Electrical

Receptacles
2.2. An electrical receptacle in the living room had an open
ground. Other receptacles in the home were grounded. This
receptacle should have a functional equipment grounding
conductor installed by qualified electrical contractor.

Page 48 Item: 3 GFCI/AFCI
Receptacles

3.1. No ground fault circuit interrupter (GFCI) protection of
home electrical receptacles was provided in the home at the
time of inspection. Although GFCI protection may not have
been required at the time the home was built, for safety
reasons, the Inspector recommends that electrical receptacles
located in basements, crawlspaces, garages, the home
exterior, and interior receptacles located within 6 feet of a
plumbing fixture be provided with ground fault circuit
interrupter (GFCI) protection in good working order to avoid
potential electric shock or electrocution hazards.
 This can be achieved relatively inexpensively by:
1. In each electrical circuit, replacing the receptacle located
closest to each overcurrent protection device (usually a
breaker) with a GFCI receptacle.
1. Replacing the breakers currently protecting the electrical
circuits with GFCI breakers.

WATER HEATER
Page 50 Item: 6 Hot Water

Temperature
6.1. The water temperature measured at 125°, water this hot
has the possibility of scalding. Recommend further evaluation
by a qualified contractor.

Definition
An electrical outlet. A typical household has several 120-volt receptacles for plugging in lamps and appliances, and 240-volt receptacles for the range, clothes dryer, air conditioners, etc.

Definition
A special device that is intended for the protection of personnel by de-energizing a circuit, capable of opening the circuit when even a small amount of current is flowing through the grounding system.

Definition
An elevated platform typically located outdoors at a residential structure. The term deck is also commonly used to refer to the above-ground floors in a multi-level parking garage.

Definition
Connected to earth or to some conducting body that serves in place of the earth.

Definition
A network of wiring that typically starts at a panel box, feeds electricity to receptacles/outlets, and ultimately returns to the panel box.

Definition
That portion of a building that is partly or completely below grade.

Definition
A shallow, open area enclosed within the foundation and located between the ground and the underside of the lowest floor's structural component.

Definition
In plumbing, a device that provides a supply of water and/or its disposal, such as a sink, tub and toilet.
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DEFECTS
GROUNDS
Page 18 Item: 5 Retaining Walls 5.2. Retaining  walls exhibited minor damage or deterioration

at the time of the inspection.

CRAWLSPACE
Page 24 Item: 5 Belly Board 5.1.  At the time of the inspection, the Inspector observed a

few areas that were loose and or damaged in the belly board.
This condition can allow moisture and pests into the building
structure. Recommend repairing by a qualified contractor.

SCREENED PATIO
Page 41 Item: 6 Screen 6.1. At the time of the inspection, the Inspector observed the

screen is approaching it end of useful life. Recommend
replacing screens by a qualified contractor.

ROOM AIR CONDITIONING
Page 62 Item: 1 Room  AC 1.1. The wall-mounted air-conditioning unit appeared to be

inoperable at the time of the inspection .The Inspector
recommends service by a qualified HVAC technician.

BATHROOM 1
Page 64 Item: 7 Toilet

Type/Operation
7.1. The toilet in this bathroom was inoperable at the time of
the inspection. The Inspector recommends repair or
replacement by a qualified plumbing contractor.

KITCHEN
Page 67 Item: 4 GFCI Receptacles 4.1.  The receptacles in the kitchen were not protected by

GFCI receptacles at the time of the inspection. The inspector
recommends that this condition be corrected by a qualified
electrical contractor.

LAUNDRY ROOM
Page 71 Item: 5 Dryer 5.1. At the time of the inspection, the Inspector observed that

the dryer did not respond to the controls. Recommend further
evaluation by a qualified appliance technician.

WINDOWS
Page 77 Item: 2 Window Condition 2.2. Windows in the home exhibited moderate deterioration.

Before the expiration of your Inspection Objection Deadline
you may wish to consult with a qualified contractor to discuss
options and costs for maintenance.

Definition
The plastic sheet that covers the bottom of mobile home. It is also refered to as a bottom board, or belly wrap. This is a moisture barrier that also helps keep insects and rodents out of the home.

Definition
Acronym for heating, ventilation and air conditioning; refers to the system, work, and type of contractor.
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REPORT LIMITATIONS
 
 
This report is intended only as a general guide to help the client make his own evaluation of the overall condition of
the property, and is not intended to reflect the value of the premises, nor make any representation as to the
advisability of purchase. The report expresses the personal opinions of the inspector, based upon his visual
impressions of the conditions that existed at the time and date of the inspection only. The inspection and report
are not intended to be technically exhaustive, or to imply that every component was inspected, or that every
possible defect was discovered. No disassembly of equipment, opening of walls, moving of furniture, appliances or
stored items, or excavation was performed. All components and conditions which by the nature of their location
are concealed, camouflaged or difficult to inspect are excluded from the report. The inspection is performed in
compliance with the current version of the International Residential Standards of Practice (InterNACHI), a copy of
which is available at the following website: www.nachi.org.
 
Systems and conditions which are not within the scope of the inspection include, but are not limited to:
formaldehyde, lead paint, asbestos, mold or methamphetamine contamination, toxic or flammable materials, and
other environmental hazards; pest infestation, playground equipment, efficiency measurement of insulation or
heating and cooling equipment, internal or underground drainage or plumbing, any systems which are shut down
or otherwise secured; water wells (water quality and quantity) zoning ordinances; intercoms; security systems; heat
sensors; cosmetics or building code conformity. Any general comments about these systems and conditions are
informational only and do not represent an inspection.
 
The inspection report should not be construed as a compliance inspection of any governmental or non
governmental codes or regulations. The report is not intended to be a warranty or guarantee of the present or
future adequacy or performance of the structure, its systems, or their component parts. This report does not
constitute any express or implied warranty of merchantability or fitness for use regarding the condition of the
property and it should not be relied upon as such. Any opinions expressed regarding adequacy, capacity, or
expected life of components are general estimates based on information about similar components and occasional
wide variations are to be expected between such estimates and actual experience.
 
We certify that our inspectors have no interest, present or contemplated, in this property or its improvement and
no involvement with trades people or benefits derived from any sales or improvements. To the best of our
knowledge and belief, all statements and information in this report are true and correct.
 
An earnest effort was made on your behalf to discover all visible defects, however, in the event of an oversight,
maximum liability must be limited to the fee paid. Should any disagreement or dispute arise as a result of this
inspection or report, it shall be decided by arbitration and shall be submitted for binding, non-appealable
arbitration to the American Arbitration Association in accordance with its Construction Industry Arbitration Rules
then obtaining, unless the parties mutually agree otherwise. In the event of a claim, the Client will allow the
Inspection Company to inspect the claim prior to any repairs or waive the right to make the claim. Client agrees not
to disturb or repair or have repaired anything which may constitute evidence relating to the complaint, except in
the case of an emergency.
 

http://www.nachi.org
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  INSPECTION  and SITE DETAILS
 

1. Inspection Time
1.1. The Inspection started at approximately 2 PM.

1.2. The Inspection ended at approximately 4 PM.

2. Present at the Inspection
2.1. The buyer attended the entire inspection.

2.2. The seller attended the early portion of the inspection.

3. Occupancy
3.1. The home was unoccupied and was empty of furniture at the time of the
inspection.

4. Year of Original Construction
4.1. The home appeared to have been built in 1957.

5. Home Footprint Size
5.1. The size of the home was approximately 800 square feet.

6. Utilities
6.1. All utilities were on at the time of the inspection.

7. Important Notes
7.1. General Disrepair
This property exhibits a significant number of noteworthy conditions, many of
which occur in multiple instances throughout and around the property. The
inspector makes every effort to accurately document the condition of the
dwelling, however, not all items may make it into this report that will need
repaired on this property.  As such, the reader should consider specific items
described and photographs included in this report to be representative
examples, rather than a complete catalog of all instances of that item or
condition on the property. We strongly advise the client to consult with
qualified, licensed, professional tradespeople to scope any needed repairs
and obtain cost estimates, prior to the end of the option period.

Definition
The anticipated cost of materials, labor and associated costs for a proposed construction, repair or remodeling project.
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  EXTERIOR VIEWS
 

1. Front and Right

2. Rear and Right
2.1. The photo shows the rear and right sides of the home.

3. Rear and Left
3.1. The photo shows the Rear and Left sides of the home.
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4. Front and Left
4.1. The photo shows the front and left sides of the home.
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  ROOF STRUCTURE EXTERIOR
 
Although not required to, we generally attempt to evaluate various roof types by walking on
their surfaces; certain roofing materials are prone to damage if walked on; for this reason
we indicate the method used to evaluate the roof surface. Every roof will wear differently
relative to its age, number of layers, quality of material, method of application, exposure to
weather conditions, and the regularity of its maintenance. We can only offer an opinion of
the general quality and condition of the roofing material.
 
 
The inspector cannot and does not offer an opinion or warranty as to whether the roof
leaks or may be subject to future leakage. The waterproof membrane beneath roofing
materials is generally concealed and cannot be examined without removing the roof
material. Although roof condition can be evaluated, it is virtually impossible for anyone
to detect a leak except as it is occurring or by specific water tests, which are beyond the
scope of our service. Even water stains on ceilings or on framing within attics will not
necessarily confirm an active leak without some corroborative evidence, and such
evidence can be deliberately concealed. We evaluate every roof conscientiously, and
may attempt to approximate its age, but we cannot predict its remaining life
expectancy, or guarantee that it will not leak. Naturally, the sellers or the occupants of
a residence will generally have the most intimate knowledge of the roof and of its
history. Therefore, we recommend that you ask the sellers about it, and that you either
include comprehensive roof coverage in your home insurance policy, or that you obtain
a roof certification from an established local roofing company. We do not inspect
attached accessories including by not limited to solar systems, antennae, and lightning
arrestors.
1. Roof Covering

The roof was covered with standing seam metal roof panels.

2. Method of Inspection
2.1. The Inspector observed the roof from the ground, from the roof surface
and from a ladder resting against the roof edge.

3. Configuration
3.1. The home had a combination of gable and shed roofs.

Definition
A type of joint often used on metal roofs.

Definition
The end of a building, as distinguished from the front or rear. The triangular end of an exterior wall from the level of the eaves to the ridge of a double-sloped roof. In house construction, the portion of the roof above the eave line of a double-sloped roof.

Definition
A style of roof having only one slope or pitch, with only one set of rafters that fall from a higher to a lower wall.
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 METAL ROOFS 

1. Metal Roof Type
1.1. The roof was covered with standing seam metal roof panels.

2. Metal Roof Condition
2.1. At the time of the inspection, the Inspector observed few deficiencies in
the condition of the metal roof-covering material. Notable exceptions will be
listed in this report
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 SYSTEM VENTS 

1. HVAC Vents
1.1.  This photo shows HVAC vents, these vents could be for bathroom,
kitchen exhaust fans or the dryer vent.

2. Plumbing Vents
2.1. This photo shows plumbing vents. These should be checked annually to
make sure nothing is blocking the top of these vents.

Definition
Acronym for heating, ventilation and air conditioning; refers to the system, work, and type of contractor.

Definition
A pipe or duct that permits the flow of air as an inlet or outlet; to create a vent or system of venting.

Definition
A fan that extracts air or excess heat from the interior of a home. 
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  FLASHING
 

1. General Condition
1.1. Flashing is a general term used to describe sheet metal fabricated into
shapes and used to protect areas of the roof from moisture intrusion.
Inspection typically includes inspection for condition and proper installation of
flashing in the following locations:
- roof penetrations such as vents, electrical masts, chimneys, mechanical
equipment, patio cover attachment points, and around skylights;
- junctions at which roofs meet walls;
- roof edges;
- areas at which roofs change slope;
- areas at which roof-covering materials change; and
- areas at which different roof planes meet (such as valleys).

1.2. The inspector observed no deficiencies in the condition of roof flashing.

Definition
A material (typically, metal) that is shaped or molded for the location and used at an angle in a roof or wall to prevent rainwater/moisture leakage into the structure.

Definition
A structure on a roof that is designed to admit light and is slightly above the plane of the roof surface to allow it to shed rainwater.

Definition
The incline or pitch of a roof surface, drainage plane, etc.

Definition
The internal angle formed by the junction of two sloping sides of a roof.
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  GROUNDS
 
Inspectors shall inspect adjacent or entryway walkways, patios, and driveways; vegetation, grading,
surface drainage, and retaining walls that are likely to adversely affect the building.

1. Building Lot Description
1.1. The building site was relatively level and flat.
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2. Grading
2.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the exterior grading.

3. Driveway Material
3.1. The home had a concrete driveway.

4. Driveway Condition
4.1. The Inspector observed no deficiencies the driveway condition at the
time of the inspection.

4.2. Common cracks (1/4-inch or less) were visible in the driveway.
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5. Retaining Walls
5.1. Retaining walls were made of brick.

5.2. Retaining  walls exhibited minor damage or deterioration at the time of
the inspection.

Definition
A structure that holds back a slope and prevents erosion.
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  FOUNDATION
 
 
The foundation inspection portion of the General Home inspection describes the foundation, floor,
wall, ceiling and roof structures and the method used to inspect any accessible under floor
crawlspace areas. Inspectors inspect and probe the structural components of the home, including the
foundation and framing, where deterioration is suspected or where clear indications of possible
deterioration exist. Probing is not done when doing so will damage finished surfaces or when no
deterioration is visible or presumed to exist. Inspectors are not required to offer an opinion as to the
structural adequacy of any structural systems or components or provide architectural services or an
engineering or structural analysis of any kind. Despite all efforts, it is impossible for a home
inspection to provide any guaranty that the foundation, and the overall structure and structural
elements of the building is sound.
 
_
1. Foundation Configuration

1.1. Foundation construction included a crawlspace.

2. Tie-downs
2.1. At the time of the inspection, the Inspector did not observe any tie-
downs. It may not have been a requirement when this home was set in place.
Recommend consulting with a Mobile home installation company regarding
options for securing the home to the ground.

3. Foundation Piers
3.1. At the time of the inspection, the Inspector observed that the foundation
piers appear to be original and  functioning as intended. The inspector
disclaims the location and quantity of foundation piers as this lies beyond the
scope of a typical home inspection.

Definition
The supporting portion of a structure below the first floor construction, below grade or partially below grade, including the footings, upon which the structure or wall rests, and usually made of masonry, concrete and/or stone, but can be made of alternative building materials.

Definition
A shallow, open area enclosed within the foundation and located between the ground and the underside of the lowest floor's structural component.

Definition
To visually notice.

Definition
A mobile home (also trailer, trailer home, house trailer, static caravan, residential caravan) is a prefabricated structure, built in a factory on a permanently attached chassis before being transported to site (either by being towed or on a trailer).

Definition
A column of masonry, usually rectangular in horizontal cross-section, used to support other structural members.
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 CRAWLSPACE 

1. Crawlspace Access
1.1. The access hatch opening providing entry to this crawlspace was too
small for safe entry. Generally-accepted modern safety standards mandate a
crawlspace access size of 18 inches by 30 inches. The crawlspace was not
inspected. The inspector disclaims responsibility for it's inspection. The
Inspector recommends crawlspace conditions be inspected by a qualified
inspector after safe access to the crawlspace has been provided.

Definition
An opening in a deck, floor or roof whose purpose is to provide access from inside the home or building.
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2. General Condition
2.1. Inspection of the crawlspace typically includes visual examination of the
following:
• Excavation
• Foundation
• Floor
• Framing
• Plumbing
• Electrical
• HVAC
• Insulation
• Pest (general evidence)
• General condition

2.2. At the time of the inspection, the Inspector observed few deficiencies in
the condition of this crawlspace. Notable exceptions will be listed in this
report.
Inspection of the crawlspace typically includes examination of the following:
•  Excavation
•  Floor
•  Foundation
•  Framing
•  Plumbing
•  Electrical
•  HVAC
•  Insulation
•  Ventilation
•  Pest (general evidence)
•  General condition

Definition
The structural wood and/or metal elements of most homes. The floor and ceiling framing is called the joist work. Wall framing is usually made of 2x4 or 2x6 studs. See rafters, posts and beams.

Definition
Generally, any material that slows down or retards the flow or transfer of heat. Building insulation types are classified according to form as loose-fill, flexible, rigid, reflective, and foamed-in-place. All types are rated according to their ability to resist heat flow, known as R-value. In electrical contracting, rubber, thermoplastic, or asbestos wire covering. The thickness of insulation varies with wire size and type of material, application or other code limitations.

Definition
Plainly visible and conspicuous material objects or other items presented to the senses that would tend to produce conviction in the mind of an ordinary person as to the existence or non-existence of a fact.

Definition
The natural or mechanical process of exchanging air in an interior space, and includes both the exchange of air to the outside, as well as the circulation of air within a building. It is one of the most important factors for controlling excessive moisture indoors and for maintaining acceptable indoor air quality.
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3. Skirting
3.1. At the time of the inspection, the Inspector observed that the skirting
around the home was damaged, but appeared to be adequately protecting
the crawlspace as intended. Recommend monitoring and repairing as
necessary by a qualified contractor.
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4. Plumbing

This is the area directly below the toilet

5. Belly Board
5.1.  At the time of the inspection, the Inspector observed a few areas that
were loose and or damaged in the belly board. This condition can allow
moisture and pests into the building structure. Recommend repairing by a
qualified contractor.

Definition
The plastic sheet that covers the bottom of mobile home. It is also refered to as a bottom board, or belly wrap. This is a moisture barrier that also helps keep insects and rodents out of the home.
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6. Foundation Piers
6.1. At the time of the inspection, the Inspector observed that the foundation
piers appear to be original and  functioning as intended. The inspector
disclaims the location and quantity of foundation piers as this lies beyond the
scope of a typical home inspection.
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  EXTERIOR WALLS
 

1. Exterior Wall Construction
1.1. The inspector was unable to determine the exterior wall structure due to
interior and exterior wall coverings.

2. Exterior Wall Condition
2.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the exterior wall structures.

Definition
To arrive at an opinion or conclusion pursuant to examination.
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  EXTERIOR CLADDING
 

1. Cladding Material
1.1. The exterior walls were covered with metal siding.

2. Metal Siding
2.1. Metal siding covering the exterior walls of the home exhibited moderate
general weathering, and deterioration commensurate with its age.

Definition
The finish covering of the outside wall of a frame building and made of horizontal weatherboards, vertical boards with battens, shingles, and/or other materials.
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  EXTERIOR TRIM
 

1. General Condition
1.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of exterior trim.

Definition
(1) Interior trim: The finish materials inside a building, such as moldings applied around openings (window trim, door trim), and at the floors and ceilings of rooms (baseboard, cornice, and other moldings). Also, the physical work of installing interior doors and interior woodwork, to include all handrails, guardrails, stairway balustrades, mantles, light boxes, baseboards, door casings, cabinets, countertops, shelves, windowsills, aprons, etc. (2) Plumbing/Heating/Electrical trim: The work that the mechanical contractors perform to finish their work when the home is nearing completion and occupancy. (3) Exterior trim: The finish materials on the exterior of a building, such as moldings applied around openings (window trim, exterior door trim), siding, attic vents, crawlspace vents, shutters, etc. Also, the physical work of installing these materials.
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 PLUMBING SYSTEM 

1. Water Supply
1.1. The home water was supplied from a public source.

2. Main Water Shut-off
2.1. The main water supply shut-off was located at the  right side of house.

2.2. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the main water supply shut-off valve. It was not operated but
was visually inspected.

This is the Main Water Shut Off for the Home. This is the Main Water Shut Off for the Home.

3. Water Pressure
3.1. Water pressure measured 55 pounds per square inch (psi) at the time of
the inspection. Acceptable water pressure is between 40 and 90 psi.

4. Exterior Faucets
4.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of exterior water faucets.

Definition
A device to stop, start or regulate the flow of liquid or gas through or from piping.
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5. Water Supply Pipe Material
5.1. The visible home water supply pipes were a combination of half-inch and
three-quarter inch copper.

6. Propane Tank
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 EXTERIOR ELECTRICAL 

1. General Condition
1.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the electrical system.

2. Electric Meter Location
2.1. The electric meter was located at the rear of the home.

3. Electric Meter Condition
3.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the electric meter. Electric meters are installed by utility
companies to measure home electrical consumption.

4. Service Disconnect
4.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the service disconnect.

Definition
An assembly of various components which function as a whole.
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5. Exterior Electrical Receptacles
5.1. Although electrical receptacles were enclosed in weatherproof
enclosures, no Ground Fault Circuit Interrupter (GFCI) protection was
provided them.
Although GFCI protection of exterior circuits may not have been required at
the time in which this home was built, as general knowledge of safe building
practices has improved with the passage of time, building standards have
changed to reflect current understanding.
The Inspector recommends updating the existing exterior electrical circuits to
include GFCI protection.
This can be achieved by:
1. Replacing the current standard receptacles with GFCI receptacles.
2. Replacing the electrical circuit receptacles located closest to the main
electrical service panel with a GFCI receptacles.
3. Replacing the breaker currently protecting the electrical circuit that
supplies these receptacles with a GFCI breaker.

5.2.  The receptacles in this room were not protected by GFCI receptacles at
the time of the inspection. The Inspector recommends that this condition be
corrected by a qualified electrical contractor.

Definition
An electrical outlet. A typical household has several 120-volt receptacles for plugging in lamps and appliances, and 240-volt receptacles for the range, clothes dryer, air conditioners, etc.

Definition
A network of wiring that typically starts at a panel box, feeds electricity to receptacles/outlets, and ultimately returns to the panel box.

Definition
A special device that is intended for the protection of personnel by de-energizing a circuit, capable of opening the circuit when even a small amount of current is flowing through the grounding system.

Definition
Refers to buildings, facilities and/or conditions that are already present/built.



  West Florida Inspections 29 Jasmine Ave, Palmetto, FL

Page 34 of 82

6. Service Grounding
6.1. The service panel had a grounding electrode conductor (GEC) visible
that was bonded to the service panel and that was properly clamped to the
top of a driven rod that serves as the grounding electrode. Driven rods are
typically an 8-foot copper or steel rod required to be driven into the soil for its
full length. The inspector was unable to confirm the length of the driven rod.
Evaluation of the effectiveness of the service ground would require the
services of a qualified electrical contractor using special instruments.

Definition
A device that establishes an electrical connection to earth.
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 EXTERIOR STAIRS 

1. Stair Handrails
1.1. The deck staircase handrail was loose and needed re-fastening. The
Inspector recommends correction by a qualified contractor.

Loose handrail at rear door

Definition
An elevated platform typically located outdoors at a residential structure. The term deck is also commonly used to refer to the above-ground floors in a multi-level parking garage.
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 CARPORT 

1. Carport General Condition
1.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the carport.

2. Carport Floor
2.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the carport floor.
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3. Carport Walls
3.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of The carport walls.

4. Carport Ceiling
4.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the carport ceilings.
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5. Carport Posts
5.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of The carport posts.

Definition
A vertical member of wood, steel, concrete or other material that transfers weight from the top of the post to whatever it is resting on.
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 SCREENED PATIO 

1. General Condition



  West Florida Inspections 29 Jasmine Ave, Palmetto, FL

Page 41 of 82

2. Patio Location
2.1. This patio was located at the left side of the home.

3. Patio Condition
3.1. The Inspector observed no deficiencies in the condition of this patio at
the time of the inspection.

4. Patio Cover
4.1. The patio was covered with a shed roof.

4.2. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the patio cover.

5. Ceiling
5.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the ceiling.

6. Screen
6.1. At the time of the inspection, the Inspector observed the screen is
approaching it end of useful life. Recommend replacing screens by a
qualified contractor.
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7. Floor
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  SERVICE PANEL
 

1. Service Panel General Condition
1.1. The inspector observed few deficiencies at the electrical service panel at
the time of the inspection. Notable exceptions will be listed in this report.
Inspection of the main service panel typically includes examination of the
following:
- Panel interior and exterior condition
- Panel amperage rating
- Main disconnect amperage rating and condition
- Service entrance conductor amperage ratings
- Branch conductor types, amperage rating and condition
- Wiring visible materials, types, condition and connections
- Circuit breaker types, amperage ratings and condition
- Label information present
- Service and equipment grounding
- Bonding of service equipment

1.2. The service panel was an older type which employed screw-in fuses
instead of circuit breakers.
Consider upgrading to a modern system using breakers, especially if you
plan to install additional appliances.

Definition
The rate of flow of electricity through wire measured in terms of amperes.

Definition
A protective device that automatically opens an electrical circuit when it is overloaded.

Definition
The permanent joining of metallic parts to form an electrically conductive path that ensures electrical continuity, and the capacity to safely conduct any fault current likely to be imposed.
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2. Service Panel Description
2.1. The service panel was an older fused type.

3. Service Panel Location
3.1. The electrical service panel was located in the guest bedroom closet.

3.2. The electrical service panel was located in a closet. Because of the
combustible nature of clothing and inadequate working clearances, service
panels are no longer allowed to be installed in closets. The Inspector
recommends consulting with a qualified electrical contractor to discuss
options and costs for moving the service panel to a proper location.

4. Service Panel Manufacturer
4.1. The service panel brand was  Murray

Definition
Describes any material that will burn.
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5. Main Disconnect
5.1. The service disconnect was an older fuse-block type.

5.2. The electrical service disconnect was rated at 60 amps.

6. Overcurrent Protection
6.1. Overcurrent protection of branch circuits was provided by plug-type
fuses.

Definition
Wiring that runs from a service panel or sub-panel to outlets; the circuit conductors between the final over-current device protecting the circuit and the receptacle(s)/outlet(s). Branch circuits are protected by fuses or breakers at the panel.
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  BRANCH WIRING
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1. Branch Wiring
1.1. Home branch circuit wiring consists of wiring distributing electricity to
devices such as switches, receptacles, and appliances. Most conductors are
hidden behind floor, wall and ceiling coverings and cannot be evaluated by
the inspector. The Inspector does not remove cover plates and inspection of
branch wiring is limited to proper response to testing of switches and a
representative number of electrical receptacles.

1.2. At the time of the inspection, the Inspector observed few deficiencies in
the condition of the visible branch wiring. Notable exceptions will be listed in
this report.

1.3. Circuit branch wiring included single-strand aluminum wiring. Between
approximately 1965 and 1973 aluminum wiring was sometimes substituted
for copper branch circuit wiring in residential electrical systems.
Neglected connections in outlets, switches and light fixtures containing
aluminum wiring become increasingly dangerous as time passes. Poor
connections cause wiring to overheat, creating a potential fire hazard.
In addition to creating a potential fire hazard, the presence of aluminum
wiring may have an effect on your insurance policy. You should ask your
insurance agent whether the presence of aluminum wiring is a problem that
requires changes to your policy language in order to ensure that your house
is covered.
Here are the reasons aluminum wiring connections deteriorate:
Thermal expansion and contraction:
Even more than copper, aluminum expands and contracts with changes in
temperature. Over time, this will cause connections to loosen.  When wires
are poorly connected they overheat, which creates a potential fire hazard.
Vibration:
Electrical current vibrates as it passes through wiring. This vibration is more
extreme in aluminum than it is in copper and as time passes, it can cause
connections to loosen. Again, when wires are poorly connected they
overheat, which creates a potential fire hazard.
Oxidation:
Exposure to oxygen in the air causes deterioration to the outer surface of
wire. This process is called oxidation. Aluminum wire is more easily oxidized
than copper wire and as time passes, this process can cause problems with
connections. Again, when wires are poorly connected they overheat, which
creates a potential fire hazard.
Galvanic corrosion:
When two different kinds of metal are connected to each other a very low-
voltage electrical current is created which causes corrosion. Corrosion
causes poor connections.

More information is available at this comprehensive website.
http://www.inspect-ny.com/aluminum/aluminum.htm
Options for Correction
The wiring should be evaluated by a qualified electrician. This means an
electrician experienced in evaluating and correcting aluminum wiring
problems. Not all electrical contractors qualify.
1. At a minimum, all connections should be checked and an anti-oxidant
paste applied.
2. Aluminum wire can be spliced to copper wire at the connections using
approved wire nuts (called "pigtailing", not recomended by the US Consumer
Product Safety Commision.)
3. Copalum crimps can be installed. Although this is the safest option,

Definition
In plumbing, a device that provides a supply of water and/or its disposal, such as a sink, tub and toilet.

Definition
The portion of roofing exposed to the elements after installation.

Definition
A conductor made of aluminum that carries electricity. Aluminum is generally limited to the larger wire sizes. Due to its lower conductivity, aluminum wire smaller than No. 12 is not manufactured. Aluminum is lighter and less expensive than copper but does not conduct as well. It also breaks easily.

Definition
Galvanic corrosion (also known as bimetallic corrosion or dissimilar-metal corrosion) is an electrochemical disintegration that occurs when dissimilar metals come in contact with each other.

Definition
The driving force behind the flow of electricity, similar to the pressure in a water pipe. Most U.S. homes are wired with 110- and 220-volt lines, with the 110-volt power used for lighting and most of the other circuits, and the 220-volt power used for the refrigerator/freezer, stove, water heater, clothes washing machine and dryer, and similar large household appliances.

Definition
The deterioration of metal by chemical or electrochemical reaction resulting from exposure to weathering, moisture, chemicals or other agents or media.

http://www.inspect-ny.com/aluminum/aluminum.htm
Definition
A plastic cap used to cover and connect bare wires together.
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Copalum Crimps are expensive (typically around $50 per outlet, switch or
light fixture).
4. AlumiConn Connector
5. Complete home re-wire. Costs will vary. Consult with a qualified electrical
contractor.

2. Electrical Receptacles
2.1. At the time of the inspection, the Inspector observed few deficiencies in
the condition of electrical receptacles. Notable exceptions will be listed in this
report. In accordance with the Standards of Practice, the inspector tested a
representative number of accessible outlets only.

2.2. An electrical receptacle in the living room had an open ground. Other
receptacles in the home were grounded. This receptacle should have a
functional equipment grounding conductor installed by qualified electrical
contractor.

3. GFCI/AFCI Receptacles
3.1. No ground fault circuit interrupter (GFCI) protection of home electrical
receptacles was provided in the home at the time of inspection. Although
GFCI protection may not have been required at the time the home was built,
for safety reasons, the Inspector recommends that electrical receptacles
located in basements, crawlspaces, garages, the home exterior, and interior
receptacles located within 6 feet of a plumbing fixture be provided with
ground fault circuit interrupter (GFCI) protection in good working order to
avoid potential electric shock or electrocution hazards.
 This can be achieved relatively inexpensively by:
1. In each electrical circuit, replacing the receptacle located closest to each
overcurrent protection device (usually a breaker) with a GFCI receptacle.
1. Replacing the breakers currently protecting the electrical circuits with GFCI
breakers.

4. Switches
4.1. Switches are sometimes connected to fixtures that require specialized
conditions, such as darkness or movement, to respond. Home wall switches
sometimes are connected to outlets (sometimes only the top or bottom half of
an outlet). Because outlets are often inaccessible and because including the
checking of both halves of every electrical outlet in the home exceed the
Standards of Practice and are not included in a typical General Home
Inspection price structure, and functionality of all switches in the home may
not be confirmed by the inspector.

4.2. At the time of the inspection, the Inspector observed no deficiencies in
the condition of switches throughout the home.

5. Lighting
5.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of interior lighting.

Definition
Connected to earth or to some conducting body that serves in place of the earth.

Definition
That portion of a building that is partly or completely below grade.
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  WATER HEATER
 

1. General Condition
1.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition or operation of the water heater.

2. Water Heater Type
2.1. This was an electric water heater. This type of water heater uses electric
elements to heat water in the tank. These elements can often be replaced
when they burn out. With heaters having two heating elements, the lower
element usually burns out first. Heating elements should be replaced only by
qualified contractors.

3. Water Heater Location
3.1. The water heater was located under the kitchen sink.

4. Water Heater Data Plate  Information
4.1. The photo shows the data plate of the water heater.

4.2. The date of manufacture for this water heater appeared to be 2003. The
life expectancy of a water heater is 6 to 12 years.

4.3. This water heater appeared to be past its design life and may need
replacement soon. The life expectancy of a water heater is 6 to 12 years.

4.4. The water heater was manufactured by Craftmaster.

4.5. Water heater capacity was 19 gallons.

Definition
Average service life or functional period in years, assuming regular maintenance.
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5. Water Pipe Connections
5.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of water pipe fittings connected to this water heater.

6. Hot Water Temperature
6.1. The water temperature measured at 125°, water this hot has the
possibility of scalding. Recommend further evaluation by a qualified
contractor.

Definition
A general term that usually refers to a faucet, shower valve, tub filler, and various piping parts, such as tees and elbows.
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7. Pressure Relief Valve
7.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the temperature/pressure relief (TPR) valve (not tested).

8. TPR Discharge Pipe
8.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the TPR discharge pipe.
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  SEWAGE SYSTEM
 

1. Sewage System Type
1.1. The home was connected to the public sewage system. A main sewer
pipe in the street that served the community  was gravity fed from the home
sewer system through a main sewer pipe.
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  DRAIN, WASTE, and VENT PIPES
 

1. Cleanouts
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  CENTRAL AIR CONDITIONER
 
Inspection of the air-conditioning system typically includes visual examination of the following:
- compressor housing exterior and mounting condition;
- refrigerant line condition;
- proper disconnect (line of sight);
- proper operation (outside temperature permitting); and
- proper condensate discharge.
The system should be serviced at the beginning of every cooling season.
 
Inspection of evaporative coolers typically includes visual examination of the following:
- mounting method;
- appliance exterior;
- proper operation

1. General Condition
1.1.  Inspection of the air-conditioning system typically includes visual
examination of the following:
- compressor housing exterior and mounting condition;
- refrigerant line condition;
- proper disconnect (line of sight);
- proper operation (outside temperature permitting, must be above 67°
Fahrenheit);
- proper condensate discharge.
The system should be serviced at the beginning of every cooling season.

1.2. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the air-conditioning system.

1.3. The air-conditioning system appeared to be old but functioning as
designed at the time of the inspection.

2. Cooling System Description
2.1. The home had a package air-conditioning system that was mounted on
the roof. Package systems are those in which all components of the cooling
system are installed within one cabinet.

Definition
A substance that remains a gas at low temperatures and pressure and can be used to transfer heat. Freon used in air-conditioning systems is a refrigerant.
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3. Cooling System Data Plate
3.1. Information from the air-conditioner label/data plate is shown in the
photo.

3.2. At the time of the inspection, The HVAC equipment of this home
appeared to be at or near the end of their useful lives. The life expectancy of
HVAC equipment is 5 to 12 years. The Inspector recommends that before
the expiration of your Inspection Objection Deadline, you consult with a
qualified HVAC contractor to discuss options and costs for replacement.

4. System Response
4.1. At the time of the inspection, the system responded to the call for cool
air.

4.2.  At the time of the inspection, the system responded to the call for warm
air.
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5. Compressor Unit
5.1. The air-conditioner compressor housing was located at the right of the
home.
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6. AC Electrical Disconnect
6.1. Although it was not operated, the electrical disconnect for the
condensing unit appeared to be properly located and installed at the time of
the inspection. It was not operated.

7. Temperature Splits
7.1. The differences in air temperature measured at supply and return
registers fell within the acceptable range of between 14 and 22 degrees F.

Definition
The component of a cooling system located outdoors, which includes a compressor and condensing coil designed to give off heat.


Definition
In heating and cooling systems, a vent that returns cold air to be warmed. In a hot-air furnace system, the return is located near an inside wall.

Definition
A fixture through which conditioned air flows. In a gravity heating system, it is located near the baseboard. In an air-conditioning system, it is located close to the thermostat.
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8. Filter

9. Home Temperature Gradients
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10. Heat
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 ROOM AIR CONDITIONING 

1. Room  AC
1.1. The wall-mounted air-conditioning unit appeared to be inoperable at the
time of the inspection .The Inspector recommends service by a qualified
HVAC technician.

This appears to be the receptacle for the window
AC unit



  West Florida Inspections 29 Jasmine Ave, Palmetto, FL

Page 63 of 82

 BATHROOM 1 

1. Bathroom Configuration
1.1. This bathroom contained a sink in a cabinet, a toilet, and a tub with a
shower.

2. General Condition
2.1. At the time of the inspection, this bathroom exhibited general minor wear
and deterioration commensurate with the age of the home.

3. Sinks
3.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of this bathroom sink.

3.2. This bathroom sink had functional flow and functional drainage at the
time of the inspection.

3.3. The bathroom sink faucet appeared to be in serviceable condition at the
time of the inspection.

4. Undersink Conditions
4.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition and operation of undersink plumbing in the kitchen.

Definition
A reasonable flow of water supply at the highest and farthest fixture from the main when another fixture is operated simultaneously.

Definition
The emptying of a plumbing fixture in a reasonable amount of time without overflow when another fixture is drained simultaneously.
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5. Cabinets
5.1. Although the cabinets in this bathroom were older, the Inspector
observed few deficiencies in their condition .

6. Counters
6.1. The countertops in this bathroom appeared to be in serviceable
condition at the time of the inspection.

7. Toilet Type/Operation
7.1. The toilet in this bathroom was inoperable at the time of the inspection.
The Inspector recommends repair or replacement by a qualified plumbing
contractor.

Toilet not installed at time of the inspection
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8. Bath Tubs
8.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of bathtub components.
Tub inspection incudes testing for:
•  Functional flow;
•  Functional drainage; and
•  Operational shut-off valves, faucet, and diverter valve

8.2. The tub had functional flow and functional drainage at the time of the
inspection.

Definition
A device that changes the direction of water flow from one faucet to another.
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 KITCHEN 
We may test appliances for basic functionality, but cannot evaluate them for their performance
nor for the variety of their settings or cycles. Appliances older than ten years may exhibit
decreased efficiency. Even if comments are made, these items are not to be considered
inspected: refrigerators, freezers, ice makers, trash-compactors, built-in toasters, coffee-
makers, can-openers, blenders, instant hot-water dispensers, water-purifiers, barbecues, grills,
or rotisseries, timers, clocks, thermostats, the self-cleaning and cooking capability of ovens, and
concealed or countertop lighting, which is convenient but often installed after the initial
construction and not wired to national electrical standards. Per the InterNACHI Standards of
Practice free standing appliances are not inspected or tested, any information provided on
these appliances is as a courtesy to client only. These items should be considered outside the
scope of the inspection. Appliances are not moved during the inspection. Portable dishwashers
are not inspected, as they require connection to facilitate testing.

1. General Condition
1.1. At the time of the inspection, the Inspector observed few deficiencies in
the condition of the kitchen. Notable exceptions will be listed in this report.

1.2. At the time of the inspection,  the kitchen exhibited general minor
damage and deterioration commensurate with the age of the home.

2. Cabinets
2.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the kitchen cabinets.

2.2. The kitchen cabinets exhibited minor deterioration commensurate with
the age of the home.

3. Countertops
3.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the kitchen countertops.
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4. GFCI Receptacles
4.1.  The receptacles in the kitchen were not protected by GFCI receptacles
at the time of the inspection. The inspector recommends that this condition
be corrected by a qualified electrical contractor.

5. Refrigerator
5.1. The Inspector observed no deficiencies during inspection of the
refrigerator.This appliance had an ice maker. Ice makers are not tested
during a typical home inspection. Recommend verifying with owner on the
operation of the ice maker.

6. Range
6.1. The range was gas-fired. Inspection of gas ranges is limited to basic
functions, such as testing of the range-top burners, and bake/broil features of
the oven.

7. Range Condition
7.1. The Inspector observed no deficiencies during inspection of the range.
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8. Sink
8.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition and operation of the kitchen sink.

8.2. The kitchen sink had functional flow and functional drainage at the time
of the inspection.

8.3. The kitchen sink faucet appeared to be in serviceable condition at the
time of the inspection.

9. Undersink Conditions
9.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition and operation of undersink plumbing in the kitchen.
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 LAUNDRY ROOM 

1. General Condition
1.1. At the time of the inspection, the Inspector observed few deficiencies in
the condition of the laundry room. Notable exceptions will be listed in this
report.

2. Dryer Venting
2.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the dryer vent.

2.2. A dryer vent connection was installed in the laundry room.
Although the Inspector operated the dryer briefly, the dryer vent was
examined visually only. A visual examination will not detect the presence of
lint accumulated inside the vent, which is a potential fire hazard.
The Inspector recommends that you have the dryer vent cleaned at the time
of purchase and annually in the future to help ensure that safe conditions
exist. Lint accumulation can occur even in approved, properly installed vents.
All work should be performed by a qualified contractor.
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3. Washing Machine
3.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition and operation of the washing machine.

4. Washing Machine Plumbing
4.1. This photo shows the washing machine plumbing.

4.2. At the time of the inspection, the Inspector observed that the washing
machine only had a cold water supply. No hot water is supplied to this
appliance.

Cold Water Only for Washing Machine

5. Dryer
5.1. At the time of the inspection, the Inspector observed that the dryer did
not respond to the controls. Recommend further evaluation by a qualified
appliance technician.
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Dryer did not respond
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 INTERIOR 
Our inspection of living space includes the visually accessible areas of walls, floors, cabinets and
closets, and the testing of a representative number of windows and doors, switches and outlets.
The inspector is not required to inspect or operate screens, storm windows, shutters, or
awnings. We do not evaluate window treatments, move furnishings or possessions, lift carpets
or rugs, empty closets or cabinets, nor comment on cosmetic deficiencies. We may not
comment on cracks that appear around windows and doors, along lines of framing members or
along seams of drywall and plasterboard. These are typically caused by minor movement, such
as wood shrinkage, common settling, and seismic activity, and will often reappear if they are not
correctly repaired. Such cracks can become the subject of disputes, and are therefore best
evaluated by a specialist. Floor covering damage or stains may be hidden by furniture, and the
condition of floors underlying floor coverings is not inspected. Determining the condition of
insulated glass windows is not always possible due to temperature, weather and lighting
conditions. Check with owners for further information. We recommend you carefully determine
and schedule whatever remedial services may be deemed advisable or necessary before the
close of escrow.

1. General Condition
1.1. Inspection of the interior typically includes examination of the following
components...

ROOMS
- Wall, floor and ceiling surfaces
- Doors, interior, exterior and sliding glass including hardware (condition and
proper operation)
- Windows (type, condition and proper operation)
- Ceiling fans (condition and proper operation)

ELECTRICAL
- Switches and outlets (condition and proper operation)
- Lighting fixtures (condition and proper operation)

INTERIOR TRIM
- Door casing
- Window casing, sashes and sills (condition and proper operation)
- Baseboard
- Molding (crown, wainscot, chair rail, etc.)

1.2. At the time of the inspection, the Inspector observed few deficiencies in
the condition of the home interior. Notable exceptions will be listed in this
report.

1.3. The home showed moderate general wear and deterioration
commensurate with its age. Some items will need maintenance or repair.

2. Walls
2.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of walls in the home interior.

3. Ceiling
3.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of ceilings in the home.

Definition
Molding of various widths and thicknesses used to trim door and window openings at the jambs.

Definition
The lowest member of the frame of a structure that rests on the foundation and supports the floor joists or uprights of the wall; the member forming the lower side of an opening, as in a door sill, window sill, etc.

Definition
Wood or vinyl installed around the perimeter of a room to cover the space where the wall and floor meet; a board placed against the wall around a room next to the floor to properly finish the area between the floor and the plaster.

Definition
The sloped top of a masonry chimney designed to shed water away from the flue; also called a splay or a wash.


Definition
A molding that runs horizontally along the wall at about 3 feet from the ground. In storefront, window wall or curtain wall systems, a chair rail is an aluminum extrusion applied horizontally to the inside of the system 3 feet from the floor to create a barrier in floor-to-ceiling glazing applications.
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4. Lighting
4.1. At the time of the inspection, the Inspector observed o deficiencies in the
condition and operation of permanently installed interior lighting.

5. Interior Trim
5.1. Inspection of interior trim typically includes examination of the following:
- Door and window casing
- Baseboard
- Any trim around walls and ceilings
- Any permanently-installed corner or cabinet trim
- Built-in features such as book cases

5.2. At the time of the inspection, the Inspector observed no deficiencies in
the condition interior trim components. Inspection of interior trim typically
includes examination of the following:
- Door and window casing
- Baseboard
- Any trim around walls and ceilings
- Any permanently-installed corner or cabinet trim
- Built-in features such as book cases

6. Smoke/CO Detectors
6.1. Smoke detector placement appeared to be adequate. Smoke detectors
are  tested using the test button on the detector  as part of a general home
inspection. The Inspector recommends that all detectors be checked to
confirm that they don't need battery replacement.

6.2. The Inspector recommends installation  of additional smoke detectors by
a qualified contractor to provide improved fire protection to sleeping areas.

Definition
Fixed in place by screws, bolts, nails, etc., as distinct from components, systems and appliances considered portable or freestanding.

Definition
A device that senses smoke or particles of combustion.



  West Florida Inspections 29 Jasmine Ave, Palmetto, FL

Page 75 of 82

 FLOORS 

1. General Condition
1.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of floors in the home.
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 DOORS 

1. Door Exteriors
1.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of door exteriors.
Inspection of door exteriors typically includes examination of the following:
•  Door exterior surface condition
•  Weather-stripping condition
•  Presence of an effective sweep (sweeps are gaskets which seal the area
between the bottom of a door and the threshold).
•  Jamb condition
•  Threshold condition
•  Moisture-intrusion integrity

2. Interior Door Condition
2.1. At the time of the inspection, the Inspector observed no deficiencies in
the condition of the interior doors.

Definition
Pre-formed shapes, such as strips, grommets, etc., of rubber or rubber-like composition used to fill and seal a joint or opening either alone or in conjunction with a supplemental application of a sealant.

Definition
A strip of wood or metal with beveled edges used over the finish floor and the sill of exterior doors.

Definition
The side and head lining of a doorway, window or other opening.
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 WINDOWS 

1. Window Type
1.1. The home had single pane aluminumwindows.

1.2. Most windows in the home were awning.

2. Window Condition
2.1. At the time of the inspection, the Inspector observed few deficiencies in
the interior condition and operation of windows of the home. Notable
exceptions will be listed in this report.

2.2. Windows in the home exhibited moderate deterioration. Before the
expiration of your Inspection Objection Deadline you may wish to consult with
a qualified contractor to discuss options and costs for maintenance.

3. Window Operation
3.1. Windows in the home were generally difficult to operate.
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4. Window Exterior Condition
4.1. The Inspector observed no deficiencies in the condition of window
exteriors at the time of the inspection.

5. Awnings
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Glossary
Glossary

Term Definition
Aluminum wire A conductor made of aluminum that carries electricity. Aluminum

is generally limited to the larger wire sizes. Due to its lower
conductivity, aluminum wire smaller than No. 12 is not
manufactured. Aluminum is lighter and less expensive than
copper but does not conduct as well. It also breaks easily.

Amperage The rate of flow of electricity through wire measured in terms of
amperes.

Baseboard Wood or vinyl installed around the perimeter of a room to cover
the space where the wall and floor meet; a board placed against
the wall around a room next to the floor to properly finish the area
between the floor and the plaster.

Basement That portion of a building that is partly or completely below grade.
Belly Board The plastic sheet that covers the bottom of mobile home. It is

also refered to as a bottom board, or belly wrap. This is a
moisture barrier that also helps keep insects and rodents out of
the home.

Bonding The permanent joining of metallic parts to form an electrically
conductive path that ensures electrical continuity, and the
capacity to safely conduct any fault current likely to be imposed.

Branch circuit Wiring that runs from a service panel or sub-panel to outlets; the
circuit conductors between the final over-current device
protecting the circuit and the receptacle(s)/outlet(s). Branch
circuits are protected by fuses or breakers at the panel.

Casing Molding of various widths and thicknesses used to trim door and
window openings at the jambs.

Chair rail A molding that runs horizontally along the wall at about 3 feet
from the ground. In storefront, window wall or curtain wall
systems, a chair rail is an aluminum extrusion applied
horizontally to the inside of the system 3 feet from the floor to
create a barrier in floor-to-ceiling glazing applications.

Circuit A network of wiring that typically starts at a panel box, feeds
electricity to receptacles/outlets, and ultimately returns to the
panel box.

Circuit breaker A protective device that automatically opens an electrical circuit
when it is overloaded.

Combustible Describes any material that will burn.
Condensing unit The component of a cooling system located outdoors, which

includes a compressor and condensing coil designed to give off
heat.

Corrosion The deterioration of metal by chemical or electrochemical
reaction resulting from exposure to weathering, moisture,
chemicals or other agents or media.

Crawlspace A shallow, open area enclosed within the foundation and located
between the ground and the underside of the lowest floor's
structural component.
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Crown The sloped top of a masonry chimney designed to shed water
away from the flue; also called a splay or a wash.

Deck An elevated platform typically located outdoors at a residential
structure. The term deck is also commonly used to refer to the
above-ground floors in a multi-level parking garage.

Determine To arrive at an opinion or conclusion pursuant to examination.
Diverter valve A device that changes the direction of water flow from one faucet

to another.
Estimate The anticipated cost of materials, labor and associated costs for

a proposed construction, repair or remodeling project.
Evidence Plainly visible and conspicuous material objects or other items

presented to the senses that would tend to produce conviction in
the mind of an ordinary person as to the existence or non-
existence of a fact.

Exhaust fan A fan that extracts air or excess heat from the interior of a home.
Existing Refers to buildings, facilities and/or conditions that are already

present/built.
Exposure The portion of roofing exposed to the elements after installation.
Fitting A general term that usually refers to a faucet, shower valve, tub

filler, and various piping parts, such as tees and elbows.
Fixture In plumbing, a device that provides a supply of water and/or its

disposal, such as a sink, tub and toilet.
Flashing A material (typically, metal) that is shaped or molded for the

location and used at an angle in a roof or wall to prevent
rainwater/moisture leakage into the structure.

Foundation The supporting portion of a structure below the first floor
construction, below grade or partially below grade, including the
footings, upon which the structure or wall rests, and usually
made of masonry, concrete and/or stone, but can be made of
alternative building materials.

Framing The structural wood and/or metal elements of most homes. The
floor and ceiling framing is called the joist work. Wall framing is
usually made of 2x4 or 2x6 studs. See rafters, posts and beams.

Functional drainage The emptying of a plumbing fixture in a reasonable amount of
time without overflow when another fixture is drained
simultaneously.

Functional flow A reasonable flow of water supply at the highest and farthest
fixture from the main when another fixture is operated
simultaneously.

GFCI A special device that is intended for the protection of personnel
by de-energizing a circuit, capable of opening the circuit when
even a small amount of current is flowing through the grounding
system.

Gable The end of a building, as distinguished from the front or rear. The
triangular end of an exterior wall from the level of the eaves to
the ridge of a double-sloped roof. In house construction, the
portion of the roof above the eave line of a double-sloped roof.

Galvanic corrosion Galvanic corrosion (also known as bimetallic corrosion or
dissimilar-metal corrosion) is an electrochemical disintegration
that occurs when dissimilar metals come in contact with each
other.
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Gaskets Pre-formed shapes, such as strips, grommets, etc., of rubber or
rubber-like composition used to fill and seal a joint or opening
either alone or in conjunction with a supplemental application of a
sealant.

Grounded Connected to earth or to some conducting body that serves in
place of the earth.

Grounding electrode A device that establishes an electrical connection to earth.
HVAC Acronym for heating, ventilation and air conditioning; refers to the

system, work, and type of contractor.
Hatch An opening in a deck, floor or roof whose purpose is to provide

access from inside the home or building.
Insulation Generally, any material that slows down or retards the flow or

transfer of heat. Building insulation types are classified according
to form as loose-fill, flexible, rigid, reflective, and foamed-in-
place. All types are rated according to their ability to resist heat
flow, known as R-value. In electrical contracting, rubber,
thermoplastic, or asbestos wire covering. The thickness of
insulation varies with wire size and type of material, application
or other code limitations.

Jamb The side and head lining of a doorway, window or other opening.
Life expectancy Average service life or functional period in years, assuming

regular maintenance.
Mobile home A mobile home (also trailer, trailer home, house trailer, static

caravan, residential caravan) is a prefabricated structure, built in
a factory on a permanently attached chassis before being
transported to site (either by being towed or on a trailer).

Observe To visually notice.
Permanently installed Fixed in place by screws, bolts, nails, etc., as distinct from

components, systems and appliances considered portable or
freestanding.

Pier A column of masonry, usually rectangular in horizontal cross-
section, used to support other structural members.

Post A vertical member of wood, steel, concrete or other material that
transfers weight from the top of the post to whatever it is resting
on.

Receptacle An electrical outlet. A typical household has several 120-volt
receptacles for plugging in lamps and appliances, and 240-volt
receptacles for the range, clothes dryer, air conditioners, etc.

Refrigerant A substance that remains a gas at low temperatures and
pressure and can be used to transfer heat. Freon used in air-
conditioning systems is a refrigerant.

Register A fixture through which conditioned air flows. In a gravity heating
system, it is located near the baseboard. In an air-conditioning
system, it is located close to the thermostat.

Retaining wall A structure that holds back a slope and prevents erosion.
Return In heating and cooling systems, a vent that returns cold air to be

warmed. In a hot-air furnace system, the return is located near
an inside wall.

Shed roof A style of roof having only one slope or pitch, with only one set of
rafters that fall from a higher to a lower wall.
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Siding The finish covering of the outside wall of a frame building and
made of horizontal weatherboards, vertical boards with battens,
shingles, and/or other materials.

Sill The lowest member of the frame of a structure that rests on the
foundation and supports the floor joists or uprights of the wall; the
member forming the lower side of an opening, as in a door sill,
window sill, etc.

Skylight A structure on a roof that is designed to admit light and is slightly
above the plane of the roof surface to allow it to shed rainwater.

Slope The incline or pitch of a roof surface, drainage plane, etc.
Smoke detector A device that senses smoke or particles of combustion.
Standing seam A type of joint often used on metal roofs.
System An assembly of various components which function as a whole.
Threshold A strip of wood or metal with beveled edges used over the finish

floor and the sill of exterior doors.
Trim (1) Interior trim: The finish materials inside a building, such as

moldings applied around openings (window trim, door trim), and
at the floors and ceilings of rooms (baseboard, cornice, and other
moldings). Also, the physical work of installing interior doors and
interior woodwork, to include all handrails, guardrails, stairway
balustrades, mantles, light boxes, baseboards, door casings,
cabinets, countertops, shelves, windowsills, aprons, etc. (2)
Plumbing/Heating/Electrical trim: The work that the mechanical
contractors perform to finish their work when the home is nearing
completion and occupancy. (3) Exterior trim: The finish materials
on the exterior of a building, such as moldings applied around
openings (window trim, exterior door trim), siding, attic vents,
crawlspace vents, shutters, etc. Also, the physical work of
installing these materials.

Valley The internal angle formed by the junction of two sloping sides of
a roof.

Valve A device to stop, start or regulate the flow of liquid or gas through
or from piping.

Vent A pipe or duct that permits the flow of air as an inlet or outlet; to
create a vent or system of venting.

Ventilation The natural or mechanical process of exchanging air in an
interior space, and includes both the exchange of air to the
outside, as well as the circulation of air within a building. It is one
of the most important factors for controlling excessive moisture
indoors and for maintaining acceptable indoor air quality.

Voltage The driving force behind the flow of electricity, similar to the
pressure in a water pipe. Most U.S. homes are wired with 110-
and 220-volt lines, with the 110-volt power used for lighting and
most of the other circuits, and the 220-volt power used for the
refrigerator/freezer, stove, water heater, clothes washing
machine and dryer, and similar large household appliances.

Wire nut A plastic cap used to cover and connect bare wires together.
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